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SUPERSEDES MEMO DATED JULY 2001

SounpDwALL DESIGN CRITERIA

. Introduction

Inrecent years, thevast majority of soundwallsbuilt in Californiahave been concrete masonry.
In July of 2003, Reference Specification 51-561(51SWAL) wascreated to provide alternatives
to the State designed masonry block wall. Alternative Noise Barrier Designsis covered in
Section 1102.5 of the Highway Design Manual (Rev. 6). Masonry soundwall details are
located in the Standard Plans. Precast concrete soundwall detailsarelocated in the Standard
Detail Sheets (XS Sheets).

[I. Loads

Thefollowing criteriashall be used when designing soundwalls. Wind loads are taken from
the AASHTO 2002 Revisions to Guide Specifications for Structural Design of Sound
Barriers, 1989. Seismic loads, except on bridges, were determined using the 1997 Uniform
Building Code (Equation 30-5) sincethe AASHTO code does not reflect the current seismic
criteria.

Wind Load
Soundwallson ground,

958 Pa (20 psf) for H < 4.88 m (16 ft);

Soundwallson traffic barriers on foundation;
1293 Pa (27 psf) for H < 4.98 m (16'-4" ft);

Soundwallsonretaining walls;
1580 Pa (33 psf) for H < 4.98 m (16'-4" ft);

Soundwallson bridge structures,
1772 Pa (37 psf) for H < 4.37 m (14'-4" ft);Su
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Seismic Dead Load
0.57 dead load, except on bridges.
2.0dead load, on bridges

[Il. Load Combinations

Thefollowing groupsrepresent various combination of loadsto which the soundwall structure
may be subjected. Each part of the structure and its foundation shall be proportioned for
either: Groups 1, 2 or 3; or GroupsA, B, C, D or E— asthey apply.

Working Stress Design (WSD) Percentage of Unit Stress
Groupl: D + E + SC 100%
Group2: D + W + SC + E 100%
Group3: D + EQD/14 + E 100%
Where D = Dead Load
E = Latera Earth Pressure
SC = LivelLoad Surcharge
w = WindLoad

EQD = Seismic Dead Load

Load Factor Design (LFD)
Groupswith Load Factors

GroupA:
Group B:
Group C:
GroupD:
GroupE:

(bxD) + 1L.7E + 1.7SC

(bxD) + L.7E + 1.3W

(bxD) + 1.3E + 1.O0EQE

(bxD) + 1.3E + 1.0EQD

(bxD) + 1.1E + 0.85(EQE + EQD)
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Where: b = 0.9or 1.2, whichever controlsin Design
D = Dead Load
E = Lateral Earth Pressure
SC = LivelLoad Surcharge
W = WindLoad
EQE = SesmicEarth Load

EQD = Seismic Dead Load

The Strength Reduction Factors, £

Reinforced Concrete:

Concrete Masonry Units:
FOr FIEXUre.......ocoiieceeece £=0.80

V. Foundation Design

The allowable vertical soil bearing capacity, the soil propertiesto be used in calculating the
lateral soil bearing values, and other pertinent foundation datawill be shown inthefoundation
report.

Thetwo ground conditionsthat are considered in the analysisare: Case 1 —Level ground on
both sides of the soundwall and Case 2 — Level ground on traffic side of soundwall and
sloping ground (1:2 maximum defined asvertical :horizontal) on opposite side. A level ground
condition is defined as one in which the ground surface is approximately level or, when
sloping down and away from the pile, is not steeper than 1:10 for £ = 35°, 1:12 for £ = 30°,
or 1:14for £ = 25°. A level ground condition may also be assumed when the hinge point of
any adjacent negative slopeislocated not closer than 2 times the pile embedment. Figure 1
illustrates the parameter for thelevel ground condition.
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Slopes steeper than
1:10 for g = 35°, . .
1:12 for@ =30°, or (Hlnge Point

1:14forw:25W

c I =

@ Finished ground to be level .
A downslope away from the
pile is permitted provided the

slope is not steeper than 10:1
for @ =35 or 14:1 for o = 25°.

2N \
Distance to negative
slope hinge point from
face of pile

Note: If the location of the slope hinge point is less than 2N,
the level ground condition cannot be used.

AWV

|
‘ =
-

AWV, AWV, AWV AWV,

Pile Cap Concrete Barrier Triri]lcehot(;?)tsl?g'

Figure 1 Criteria for Level Ground

There aretwo failure modesthat must be considered in the design of soundwall foundations.
Thefirst, ' EXTERNAL STABILITY’, iswhen the entire structure either overturnsor slides
while the structural integrity of the soundwall and the footing remainsintact. This scenario
shall be considered using service loads (WSD) as shownin Section 111: Load Combinations
with the appropriate factor of safety. The second, ‘' INTERNAL STABILITY’, isaflexural
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and/or shear failure of the footing or piles. This scenario shall be considered using Strength
Design (LFD or LRFD) with factored loads as shown in Section I11: Load Combinations.
Footings shall be designed for flexure and shear by the strength design method using the
maximum of the factored loads or 1.25 times the flexural capacity of the soundwall.

Theground line shall be at the same el evation on both sides of the soundwall for the Spread,
Trench and Pile Cap Foundations. The soundwall shall not be used to retain earth. Therefore,
no Lateral Earth Pressure, Live Load Surcharge or Seismic Earth Load need be considered.
The soundwall on Concrete barrier isallowed to retain soil upto 1.2 m (4 ft.), and al latera
|oads must be considered.

A.  Spread Footing

Spread Footingsshall bedesigned for ‘EXTERNAL STABILITY’ using serviceloads (WSD)
with a factor of safety of 1.5 for overturning and 1.2 for siding. Unless the Soundwall
Foundation Recommendations state otherwise, the maximum bearing pressure at the toe of
the footing shall not exceed 71.8 kPa (1500 psf). The eccentricity of loading, calculated as
the ultimate overturning moment using factored loads divided by the axial load, shall be
limited to 3/8 of thefooting width in accordance with Bridge Design Specifications4.11.4.2.5.

B.  Trench Footing

Trench footing embedment lengths for ‘EXTERNAL STABILITY’ shall be determined
using the U.S.S. Steel Sheet Piling Procedure (Section 16 of the Bridge Design Aids). The
allowable net lateral soil pressures shall be 67% of the ultimate passive pressure based on a
log spiral analysis assuming cohesionless soil. A safety factor for overturning, calculated as
the resisting moment divided by the overturning moment, shall not be less than 1.5. The
maximum moment for ‘INTERNAL STABILITY’ shall be calculated at the point of zero
shear in the footing.

C. PileCap Foundation

Piles|ocated on slopes are to be protected by a berm. The berm should have 305 mm (1 ft)
minimum width and provide 152 mm (6 inches) minimum depth of cover abovethetop of pile

or pile cap.
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152 mm
min

05 mm !
min.

7 ITANWV/T

L

N

Figure 2

Pile Embedment

Pile embedments are to be determined by structural analysis. Pile embedment lengths for
‘EXTERNAL STABILITY’ may bedetermined usingtheU.S.S. Steel Sheet Piling Procedure
(Section 16 of the Bridge Design Aids). The analysisis based on the assumption that the pile
isrelatively stiff. Therefore, the depth of pile embedment shall belimited to 12 timesthepile
diameter. Theallowablenet |ateral soil pressuresshall be 67% of the ultimate passive pressure
based on alog spiral analysisassuming cohesionlesssoil. The EFFECTIVE' passive pressure
istheallowablenet |ateral soil pressure multiplied by the ISOLATION FACTOR’, whichis
ameans to account for the assumption that alaterally loaded pileisresisted by a section of
earth that iswider than that of the pile. The ‘ISOLATION FACTOR' for level ground is 3.0
and for sloping ground is 2.0. A safety factor calculated as the resisting moment divided by
the overturning moment shall not belessthan 2.0. Themaximum pile moment for ' INTERNAL
STABILITY’ shall be calculated at the point of zero shear.

Pile Design

Although a study of the interaction diagrams for laterally loaded soundwall pilesindicated
that they behaved more as flexural members than as compression members, it is strongly
recommended that those portions of the AASHTO code dealing with compression members
subjected to lateral loads be used for pile design. The three codes have similar requirements
for design in seismic areas where the probability of major damage during an earthquake is
high.
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Piles must have the capacity to take the applied shear that is generated by the lateral loads.
It can be assumed that the spiral reinforcement will serve as the transverse or lateral
reinforcement required by the codes. Thetotal shear capacity of the pile can be based on the
combination of the resisting values of the concrete and the spiral shear reinforcement. The
recommended minimum spiral for shear is MW55 at 150 mm (W8 @ 6 inch) pitch. It is
further recommended that the spiral be adequately supported by aminimum of six longitudinal
bars and that the minimum bar size be #13 (#4). The size of the longitudinal bars should be
asrequired to provide the needed flexural capacity.

The interaction diagrams in Bridge Design Aids, page 16-9, may be used for determining
the longitudinal pile reinforcement. Note that there are two sets of diagrams. Each set is
based on adifferent ultimate concrete strength. Currently, all soundwall pilesarerequiredto
have af’ = 22.4 MPa (3250 psi).

D. Soundwall on Concrete Barrier

In general, soundwalls are not used to retain soil. The only exception iswhen the soundwal
ison aconcrete barrier. Soundwalls on Concrete Barriers shall be designed similarly to Pile
Cap Foundations except the following lateral |oads need to be considered:

Earth Pressure

5.6 kN/m?m (36 psf/ft) equivalent fluid pressure except a pressure of 4.24 kN/m?m
(27 psf/ft) shall be used to obtain maximum loads on heels of wall footings. When highway
traffic can come within a distance equal to one-half the height of the retained soil, the
pressure shall be increased by adding a live load surcharge equal to not less than 610 mm
(2 ft.) of earth except that no live load surcharge shall be combined with seismic loads.

Seismic Earth Load

For those soundwallsthat are also used as earth retaining structures, add the seismic load of
the soil being retained. The most frequently used method for the cal culation of the seismic
soil forces is the static approach developed by Mononobe and Okabe. The Mononobe—
Okabe analysisis an extension of the sliding wedge theory, which takes into account the
horizontal and vertical inertiaforces acting on the soil. The analysisisdescribed in detail in
the publication Design of Earth Retaining Structures for Dynamic Loads, Seed, H. B.
and Whitman, R.V. (1970), ASCE Speciaty Conference — Lateral Stresses in the Ground
and Earth Retaining Structures.
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Vehicular Collision Load

It will not be necessary to apply vehicular collision loads to soundwalls unless they are
combined with concrete safety shaped barriers. Thefoundation systemsfor those soundwall
and barrier combinations that are located adjacent to roadway side slopes shall not be less
than what is required for the vehicular collision load aone. The minimum foundation
reguirements shall meet or exceed the following minimum foundation requirements which
were developed from results of crash tests. The test results are contained in Research

Report No. M & R 36412.

Varies

305 mm v

: min \
150 mm IT TV N7\
Y- - Frmmmmmm— = T2
T 4@( Pile Diameter ! ! M
—] P! ]! L
Y 1! 1L _a
[ [

Depth of Embedment Pile Spacing

Pile Minimum Depth Maximum Pile Minimum Pile Spiral Pile
Diameter of Embedment Spacing Reinforcement Reinforcement
304 mm 1220 mm 3000 mm #19tot 7 MW25 @ 150 mm
356 mm 1220 mm 3000 mm #19tot 6 MW 25 @ 150 mm

Figure 3a Barriers with Pile Supports
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305 mm

W\

Cont. Trench Footing Support, 457 mm min.

150 mm min.

Figure 3b Barriers with Continuous Trench Footing Support

V.  Soundwall Design

A. Soundwalls on Ground

Walls placed directly on the footing (ie spread, trench, pile cap) are permissible only when
the wall is located outside the vehicle recovery zone as defined in the Highway Design
Manual.

B. Soundwalls on Concrete Barriers

Whenever soundwalls are placed on top of Concrete Barriers, adequacy of the soundwall
shall beverified by aTL 3 crash test asdefinedin NCHRP Report 350 or resist the vehicular
collisonloadsCriteriashownin Figure4. Since collisionsare statistically insignificant, loads
are factored similar to seismic using LFD Group X1 or LRFD Extreme Event 11.
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_+Es.s k Pa)
- } 305 mm
Load: | 95.8 k/ft? over 3.05 m
Pt of Application: |1.07 m | ftabove finish grade 910 mm
Max. deflection: | 6 mm | inch

Figure 4. Vehicular Collision Loads for Soundwall on Concrete Barrier

C.  SoundwallsonRetainingWalls

Soundwalls on Retaining Walls adjacent to pedestrian traffic shall meet the requirements of
TL 4 crash test as defined in NCHRP Report 350 or an equivalent test method. The walls
and foundation of Standard Retaining Wall Types 1, 1A, 2, 3, 4 and 5 can be considered to
withstand the vehicular collision load that is transmitted to the wall from the barrier. The
wallsand foundationswill, however, haveto beinvestigated for soundwall loading using the
appropriate soundwall group |oads.

D.  Soundwallson Bridges

Whenever soundwalls are placed on top of Concrete Barriers on bridges, the adequacy of
the soundwall shall be verified by a TL 4 crash test as defined in NCHRP Report 350 or an
equivalent test method. Walls must be designed not only to ensure the safety of the vehicle
occupants but also prevent falling debris. Each masonry block on bridges must bereinforced
and the lower 2440 mm (8 ft.) of blocks should be fully grouted with bond beamsat 610 mm
(2 ft.) on center (see Figure 5). To control the load that is on the bridges, a maximum mass
of the block shall beincluded in the Special Provisions. If the design weightslistedinMTD
22-55 are used, the mass of the nominal 203 x 203 x 406 (8 x 8 x 6") masonry unit must not
exceed 17.2 kg (38 Ibs).
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Mortar Cap
\‘ / Bond beam at top, at 1219

maximum centers in Section
o B-B and at 610 center in
P Section A-A.
S
n| T [ #19 @ 406
— | L1
olwn
— | 4=
o
wv
2 450
£ — #16 cont at each bond beam
- ¥ 102 mm wide, 51 mm deep 305 145
opening, typ i
6 mm Chamfer or
edger finish
<F O
— o
g 3 #162MN\@203—J \| 55
3 2 #16Total 12in ||® s g
o Ao ¢ S| typical barrier —jl— Q=
N J L g ~ P ° = L8
55 25dr ||, clEg
2 2 o 5§ &
EV SF
-
- Y
#16 Cont
25clr -
—#19@203 ],
A
#16_ @203 #16 \__ @203
Full mortar bed joint 254 254
at top of concrete Note:
barri :
g arner For dimensions and reinforcement not
#19 cont
shown, see Std. Plan B11-56
180° hooks - typ.
Turn hooks as
required BARRIER SECTION
SOUNDWALL SECTION

Figure 5 Masonry Soundwall on Bridge

Bridge Loads

When the soundwall and barrier combination is supported on a bridge superstructure, the
soundwall, concrete barrier, and overhang shall be designed based on the strength limit static
load combinations that apply or on a vehicular collision load, whichever controls. The
application of vehicular collision loading shall beasspecified inArticle 3.24.5.2 —Railings of
the Bridge Design Specifications.

When asoundwall is supported by abridge superstructure, thewind load to be applied to the
superstructure and substructure of the bridge shall be as specified in Bridge Design
Specifications or AASHTO LRFD and the seismic load applied to the superstructure and
substructure of the bridge shall be as specified in the Caltrans SDC. Note that additional
reinforcement may be required in the barrier and overhang to resist the loads carried by the
soundwall.

Although BDS 3.23.2.3.1.1 dlowsthe load of the concrete barrier to be distributed equally
toall thegirders, soundwalls should be considered based on the proximity of theloading. See
MTD 22-2 for distribution of moment and shear from the soundwall to the exterior girder.
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Expansion joints

Expansion jointsare required in walls at the centerline of bents, at the centerline of spans, at
hingesand at any other existing expansion jointsin the structure. Placing additional jointsin
thewall may reduce stresses on thewall dueto liveload deflection of the bridge. A dowel is
required at the top of masonry block walls at each joint to maintain proper alignment (see
Figure 6). The bridge barrier should be continuous except at expansion jointsin the deck.

/\( Detail A

i Y

I I I I [ = I I I I
I I I I [ A\ L/ ] I I I I
I I I I I I I I I I

[ 1 T [ A [ [ [ [ ]
I R R Y I N .

Enclose portion of #19 bar
in 13" minimum
thickness of expanded

#19 x 457 mm Galvanized \

]

/

Detail A
No Scale

Figure 6 Alignment Key Detail
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Other Considerations

Retrofitting barrierswith soundwalls may requirereplacing the entire barrier dueto either its
inadequate flexural capacity to carry thewall loads, or because of inadequate anchorage of
thebarrier to the deck. See Memo to Designers 14-6 for barrier anchorage recommendations.
Bridge overhangs must be checked for structural adequacy. Check as-built plans or Memo
to Designers 9-4 for material capacities of the existing structure. Steel girder bridges may
require strengthening. Do not place masonry block walls on existing steel girder bridges
when traffic is carried on the structure during masonry construction. Traffic vibration will
cause settlement of blocks into the mortar bed.

Theaddition of soundwallsto existing bridges may cause changesin the structure deflections
that could result in drainage problems along the deck surface. Sincethismay especially bea
problem when concrete or masonry soundwalls are placed on structures with flat grades, it
is suggested that existing profiles, cross slopes, and deflections be reviewed to assure that
adequate drainage is available.

Soundwal s on approach dabsrequire special consideration. Approach slabsare not designed
to accommodatethewal | dead |oad and loadstransferred from it. Also, approach sl ab settlement
and deflection may cause structural and alignment problems. Seethe Approach Slab Specialist
for recommendations.

VI. Soundwall Materias

A.  Concrete Masonry Units

Masonry walls shall be designed as reinforced hollow-unit concrete masonry using either
Working Stress Design or Strength Design according to the Uniform Building Code (UBC),
1997 Edition, Chapter 21. Walls are to be reinforced as required by design or to meet the
minimum arearequirements of UBC. To comply with UBC, the sum of the areas of horizontal
and vertical reinforcement shall be at least 0.002 times the gross cross-sectional area of the
wall and the minimum area of reinforcement in either direction shall be not lessthan 0.0007
timesthe gross cross-sectional areaof the wall. The maximum spacing of thisreinforcement
shall be 1.2 m (4 ft.) on center. Bond beams will be required at |ocations where horizontal
reinforcement is placed (see Figure 1).
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Mortar Capy‘

Lo N
Bond beam with reinforcement at
top of wall and at 1200 mm
/ maximum spacing below.
For units placed in stacked bond:
Ladder type joint reinforcement at
610 mm maximum between bond Ll
beams.
C }— Vertical reinforcement at 406 mm
/ maximum spacing
I

Figure 7 Minimum Reinforcement for Masonry Block Walls

When masonry units are laid in stacked bond, ladder type, galvanized joint reinforcement
shall berequired. Thejoint reinforcement shall be not lessthan two continuous MW60 (W9)
wiresat 1219 mm (4 ft.) maximum. Thisreinforcement isto be embedded in the mortar bed
jointsat 610 mm (2 ft.) maximum between bond beams.

Masonry soundwalls on bridges shall be high strength with an f'm = 17.24 Mpa (2500 psi).
Thisinformation needsto be conveyed in the Special Provisions.
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B. Other Materials

Specifications

The structural members of the soundwall shall conform to the codes listed below:

Concrete  CA Bridge Design Specifications, Section 8 - Reinforced Concrete Design.
CA Bridge Design Specifications, usng LRFD, Section 5 - Concrete Structures

Timber CA Bridge Design Specifications, Section 13 — Wood Structures.
CA Bridge Design Specifications, using LRFD, Section 8 - Wood Structures.

Steel CA Bridge Design Specifications, Section 10 — Structural Steel.
CA Bridge Design Specifications, using LRFD, Section 6 - Steel Structures.

(original signed by Richard D. Land)
Richard D. Land

Deputy Division Chief,
Engineering Services, Structure Design

DJD:pal
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